


The TechnegateTM Knife Gate Valve is a true bi-directional slurry knife gate valve. Its massive rubber 
sleeves were designed to seal and withstand the harsh abrasive duty inherent in mining and milling 
facilities.

The TechnegateTM Knife Gate Valve includes the following standard features;
•	 Fluorocarbon coated 316L stainless steel gate to reduce wear, build-up of scale and strokes times
•	 Zinc-Nickel Plated Hardware
•	 Epoxy Paint
•	 Bi-Directional Operation rated for 100PSI
•	 No Packing to bind the gate
•	 CNC machined gate guide & body
•	 Low Durometer Seats for maximum erosion protection
•	 ANSI B16.5 Class 150, AS2129 table D/E flange drilling pattern
•	 All air cylinder actuated valves are supplied with an internal ring magnet for position indication
•	 Prompt Deliveries
•	 Heavy weight ductile iron

Optional Features include:
•	 Cylinder Mounted proximity switches (non-contacting)
•	 Splash Guard with 2 FNPT Ports
•	 Seats available in pure gum rubber / neoprene / chlorobutyl / E.P.D.M.
•	 Lock Outs
•	 Solenoid valves with manual override and power indication LED
•	 ETFE coatings for corrosive applications
•	 17-4 PH gates for higher operating pressure (150PSI)

Cyclone Isolation ValveTails Line Valves with Hydraulic Actuators

Technegate™ 
Knife Gate Valves






