


Valveco is a manufacturer, importer and distributor of a vast range 
of valves and controls.  We have been supplying valves and control 
solutions to all industries in Australia over 30 years. The support and 
know-how provided by the overseas manufacturers we represent, 
together with our local expertise and experience enables us to 
provide the optimum solution to meet Customer requirements.

Valveco’s service division is able to provide on-site installation, 
maintenance and commissioning. We also have a machine shop 
and workshop that is able to repair and test valves, produce special 
products as well as modify components.

Our prompt quotations and responses to technical queries by 
our qualified and trained staff and the on time delivery of quality 
products has won us the confidence and loyalty of Customers 
Australia-wide.



Features

-	 Compact design reduces weight and installation space

-	 Ease of assembly leads to reduction in installation time

-	 Worldwide Approvals

-	 Able to Compensate for up to ±2 degrees in angularity error

-	 Patented twin lip design provides increased security at low pressure and

vacuum and progressive sealing at high pressure.

-	 Available in sizes ranging form 20mm to 2,000mm diameter and 
pressure ratings up to 30 bar

-	 Seal materials available in EPDM, NBR, Silicon, FKM/FPM (Viton)

Certificates

Type Approval Certificate of Korea Register(KR-BSN80030-PE001) 

Type Approval Certificate of American Bureau of Shipping(ABS-98-BK41981-X)

Type Approval Certificate of Lloyd’s Register(LR-98/40008) 

Type Approval Certificate of Bureau Veritas(BV-2105H/08097/AO/PRSOBV) 

Type Approval Certificate of Det Norske Veritas (DNV-P-10380,P-10381) 

Type Approval Certificate of Germanischer Lloyd) (GL-14 987-99 HH) 

Selected as a Superior Enterprise of Technical Competitive Power by the Office of SME

 Selected as a Supported Enterprise for Export by the Export Supporting Center 

Approved ISO 9001 - (BVQI)

JW Couplings
Quick, Simple and Economical Pipe Coupling



Grip Ring Types

Applications: New connections, temporary installations, 
repair or partial replacement of pipework 
Models & Nominal Sizes:
MJGF (20A-300A) / MJGFL (25A-300A) Pipes are held firmly 
by the movement-resistant Grip-Ring on the inside of the 
coupling. This recent innovation is becoming increasingly 
popular as a alternative to welded, flanged and union and 
groove joints. Grip-Ring joints do not require pipe edges to 
be machined.

Flexible Types

Applications: New connections, temporary installations, 
repair or partial replacement of pipework 
Models & Nominal Sizes:
MJS (15A-2000A) / MJL (25A-2000A) With the inside 
material made of a resilient elastomer these flexible joints 
absorb impact, vibration, bending up to 2~4°, noise and 
thermal expansions of pipework. When using this coupling 
it is recommended that pipes be constrained because the 
coupling offers little axial restraint.

Repair Clamp Types

Applications: Repair of Pipework
Models & Nominal Sizes:
MJR (15A-2000A) / MJRL (25A-2000A) Chiefly 
used to replace damaged and leaking pipes 
(holes, cracks and complete breaks). The design 
of this coupling enables easy installation without 
the need to split pipe.

MJG MJGL

MJS MJL

MJR MJRL
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Hinge Clamp Types

Applications: New connections, temporary 
installations, repair or partial replacement of 
pipework
Models & Nominal Sizes:
MJH (15A-300A) / MJHL (25A-300A) Equipped 
with hinges at the opposite side of clamp, 
hinge clamp type joints are chiefly used for 
pipework repairs.

Double Clamp

Applications: New connections, temporary installations, repair 
or partial replacement of pipework
Models & Nominal Sizes:
MJD (15A-2000A) / MJDL (25A-2000A) With a double clamp 
design these couplings can easily be installed on large diameter 
pipes and have good tightening characteristics.

Elbow Repair Clamp Type

Applications: Repair of elbows and welded sections
Models & Nominal Sizes:
MJER (15A-250A) Used to repair damaged and leaking elbows and welded 
sections, the lower and upper parts are separable.

MJH MJHL

MJD MJDL

MJER
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